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TECHNI-DATA QUICKSHEET 

After 10 years of research the Mcintosh Remote 
Control System is ready for the market. Thorough 
consumer use research has directed us to the most 
complete, useful and flexible facilities; simple to in
stall and simple to operate with the greatest of con
sumer conveniences. 

REMOTE CONTROL OPERATIONS 
• Selects from 5 inputs -

Tuner. Phono, Compact Disc (Aux 1), TV (Aux 2), 
and Tape Monitor 

• Separate Volume Controls for 3 Listening Areas -
Main Area, Area 1, and Area 2 

• Controls for FM/AM Tuning and Station Selection -
Selects from Seven FM Preset Stations or Seven 
AM Preset Stations, Tuning Scan Up, Tuning Scan 
Down, and Tuning Search 

• Accessory Control Selects From 5 User Defined 
Functions or Tape Recorder Remote Control 
Functions 

• Power On/Off 
CONTROL CENTER OPERATIONS 
• Illuminated Indicators for each of 5 Inputs -

Tuner, Phono, CD/Aux, TV/Aux, Tape Mon. 
• Illuminated Indicators for each of 5 Accessory 

Functions -
ACC1, ACC2, ACC3, ACC4, ACC5 

• Illuminated Indicators for each Volume Level 
Selected in Each of the Three Listening Areas 

• Pushbuttons Select from 5 Inputs -
• Control Functions -

ACC1. ACC2, ACC3, ACC4, ACC5 
• Separate Volume Controls for each of Three 

Listening Areas -
Main Area, Area 1, Area 2 

• Power On/Off 
• Digital Clock and Timer Controls -

Clock Set, Sleep Set, Start Set. Stop Set, Timer 
On/Off 
Tuner, Phono, CD/Aux, TV/Aux, Tape Mon. 

• Pushbuttons Select from 5 User Defined Ac
cessory Control or Tape Recorder -

IN ADDITION 
• On-Off Timer -

Programmable for Turn-On Time, Turn-Off Time, 
and On Interval (Sleep) 

• Separate Input Level Matching Controls for each 
of Three Inputs -
Tuner, CD/Aux, TV/Aux 

• Independently Adjustable Wake-up Volume Level 
Setting Controls for each of the Three Listening 
Areas. 

• Programmable Constant Music Background Auto 
- Switching (after programmed seconds of system 
silence, system returns automatically to tuner) 

• Accessory Control Selectors may be Programmed 
for Push On-Push Off Function or Momentary 
Mode Function 

Delivery: about mid-summer 

Hand Held 
Remote Controller 
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REMOTE CONTROL SYSTEM 



The continuous improvement of its products is the policy of McIntosh Laboratory incorporated 
who reserve the right to improve design without notice 
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Mcintosh Laboratory Inc. 
2 Chambers St., Binghamton, NY 13903-2699 

(607)723-3512 


